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100%

100%

100°C

A-B-C

0 2

550%

SCR

  0–85% 
  0–2.0 

 =
0–85%

=
0.5–180
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  0–85%

 =0.5–180

–

100%
FLA
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S801+

31–100% (3.2:1) 
NEMA

IEC

IEC 947
  EN 60947-4-2
  CCC 
  CSA 
  cULus 

( E202571)
  CE 
  CSA elevator (2411 01)

www.eaton.com ,
MN03900002E

  24 Vdc 

S801+T_, S801+U_  S801+V_
24 Vdc ,

S801+U50N35 IEC CCC
2

3

S

801+
N37 = 37A
N66 = 66A
R10 = 105A
R13 = 135A
T18 = 180A
T24 = 240A
T30 = 304A
U36 = 360A
U42 = 420A

U50 = 500A 
V36 = 360A
V42 = 420A
V50 = 500A
V65 = 650A
V72 = 720A
V85 = 850A
V10 = 1000A

S 801+ N66 N 3 S

3 = 3

N = 

S =

1

3

1 2
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1

1

—15 40°C  300%

S801+U CCC

% of FLA

300% 30 3 50°C

500% 10 3 50°C

350% 20 3 50°C

480% 20 2 50°C

390% 20 3 50°C

300% 20 4 50°C

kW (50 Hz) hp  (60 Hz)

230V 380–400V 440V
200V 230V 460V 575–600V 
1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF

 N

37 10 18.5 18.5 10 10 10 10 25 20 30 30

66 18.5 30 37 20 15 20 20 50 40 60 50

 R

105 30 55 59 30 25 40 30 75 60 100 75

135 40 63 80 40 30 50 40 100 75 125 100

 T

180 51 90 110 60 50 60 60 150 125 150 150

240 75 110 147 75 60 75 75 200 150 200 200

304 90 160 185 100 75 100 100 250 200 300 250

 U

360 110 185 220 125 100 150 125 300 250 350 300

420 129 220 257 150 125 175 150 350 300 450 350

500 150 257 300 150 150 200 150 400 350 500 450

 V

360 110 185 220 125 100 150 125 300 250 350 300

420 129 220 257 150 125 175 150 350 300 450 350

500 150 257 300 150 150 200 150 400 350 500 450

650 200 355 425 250 200 250 200 500 450 600 500

720 220 400 450 — — 300 250 600 500 700 600

850 257 475 500 — — 350 300 700 600 900 700

1000 277 525 550 — — 400 350 800 700 900 800

S801+N37N3S/169852

S801+N66N3S/169853

S801+R10N3S/169854

S801+R13N3S/169855

S801+T18N3S/169856

S801+T24N3S/169857

S801+T30N3S/169858

S801+U36N3S

S801+U42N3S

S801+U50N3S 

S801+V36N3S/169863

S801+V42N3S/169864

S801+V50N3S/169865

S801+V65N3S/169866

S801+V72N3S/169867

S801+V85N3S/169868

S801+V10N3S/169862

S801+

-

80% RVAT

65% RVAT

50% RVAT
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1

1

—>30 , >300%

S801+U CCC

% of FLA

kW (50 Hz) hp  (60 Hz)

 N

-

80% RVAT

65% RVAT

50% RVAT

450% 30 4 50°C

500% 10 10 50°C

350% 65 3 50°C

480% 25 4 50°C

390% 40 4 50°C

300% 60 4 50°C

230V 380–400V 440V
200V 230V 460V 575V
1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF

22 5.5 10 11 5 5 7-1/2 5 15 10 20 15

42 11 18.5 22 10 10 15 10 30 25 40 30

 R

65 15 30 33 15 15 20 15 50 40 50 50

80 22 40 45 25 20 30 25 60 50 75 60

 T

115 33 59 63 30 30 40 30 75 75 100 100

150 45 80 90 50 40 50 50 100 100 150 125

192 55 100 110 60 50 75 60 150 125 200 150

 U

240 75 110 147 75 60 75 75 200 150 200 200

305 90 160 185 100 75 100 100 250 200 300 250

365 110 185 220 125 100 150 125 300 250 350 300

 V

240 75 110 147 75 60 75 75 200 150 200 200

305 90 160 185 100 75 100 100 250 200 300 250

365 110 185 220 125 100 150 125 300 250 350 300

420 129 220 257 150 125 150 150 350 300 450 350

480 147 257 295 150 150 200 150 400 350 500 450

525 160 280 335 150 150 200 150 450 350 500 450

600 185 315 375 200 150 250 200 500 450 600 500

S801+

S801+N37N3S/169852

S801+N66N3S/169853

S801+R10N3S/169854

S801+R13N3S/169855

S801+T18N3S/169856

S801+T24N3S/169857

S801+T30N3S/169858

S801+U36N3S

S801+U42N3S

S801+U50N3S 

S801+V36N3S/169863

S801+V42N3S/169864

S801+V50N3S/169865

S801+V65N3S/169866

S801+V72N3S/169867

S801+V85N3S/169868

S801+V10N3S/169862
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24 Vdc S801+ SSRV
S801+T_  S801+U_  

1

1

IP20

IP20

EML33 CSA 。

S801+

S801+T_,
S801+U_

2 , 4 AWG  1/0 2

2

EML22

1 , 4/0  500 kcmil EML23

2 , 4/0  500 kcmil EML24

1 , 2/0  300 kcmil EML25

2 , 2/0  300 kcmil EML26

S801+V_ 2 , 4/0  500 kcmil EML28

4 , 4/0  500 kcmil EML30

6 , 4/0  500 kcmil EML32

4 , 2/0  300 kcmil EML33 

85–264 
24 Vdc  

PSG240E

360–575
24 Vdc  

PSG240F
 S801+T_, S801+U_ EML27

 S801+V_ EML34

S801+N_ SS-IP20-N

S801+R_ SS-IP20-R

S801+T_ S801+U_ SS-IP20-TU

S801+V_ SS-IP20-V

600V MOV S801+_

690V MOV S801+_

EMS39

EMS41

S801+T_,  
S801+U_  S801+V_ 

3



10

S801+

  www.eaton.com.cn/electrical

EMM18
S801+

5g 40g

S801+U_
S801+V_

CIM

CIM

S801+N_ EMM13N

S801+R_ EMM13R

S801+T_  S801+U_ EMM13T

S801+V_ EMM13V

S801+N_ EMM14N

S801+R_ EMM14R

S801+T_  S801+U_ EMM14T

S801+V_ EMM14V

EMM13U

EMA75

EMA68

EMA71

EMA69A

EMA69B

EMA69C

EMA69D

Fan Kit EMM18

12 , 5 

 ( )

DIM

3 ft 

5 ft 

8 ft 

10 ft
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—S801+ 

S801+N66N3S S801+R10N3S S801+R13N3SS801+N37N3S

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

(1 A C

 AC-
 DC-
-

-

-

 IEC947-1
 IEC947-4-1

37

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–2

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

66

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–2

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

135

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–4/0

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

105

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–4/0

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V
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—S801+ , 

S801+T24N3S S801+T30N3S S801+U36N3SS801+T18N3S

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

1 A C

 AC-
 DC-
-

-

-

 IEC947-1
 IEC947-4-1

180

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

240

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

360

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

304

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

1 801+U  CCC

1
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—S801+ , 

S801+U50N3S S801+V36N3S S801+V42N3SS801+U42N3S

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

1 A C

 AC-
 DC-
-

-

-

 IEC947-1
 IEC947-4-1

420

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

500

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

420

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

360

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

1 801+U CCC

1
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—S801+ , 

S801+V65N3S S801+V72N3S S801+V85N3SS801+V50N3S

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

1 A C

 AC-
 DC-
-

-

-

 IEC947-1

IEC947-4-1

500

11.03 (280.2)
16.57 (420.8)
7.23 (183.7) 
103 (46.8) 
91 (41.4) 

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

650

11.03 (280.2)
16.57 (420.8)
7.23 (183.7) 
103 (46.8) 
91 (41.4) 

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

720

11.03 (280.2)
16.57 (420.8)
7.23 (183.7) 
103 (46.8) 
91 (41.4) 

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

850

11.03 (280.2)
16.57 (420.8)
7.23 (183.7) 
103 (46.8) 
91 (41.4) 

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

1000

11.03 (280.2)
16.57 (420.8)
7.23 (183.7) 
103 (46.8) 
91 (41.4) 

10M
660V
0.5–180
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

S801+V10N3S 1
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S801+N37N3S

S801+N66N3S

S801+R10N3S

S801+R13N3S

S801+T18N3S

S801+T24N3S

S801+T30N3S

S801+U36N3S

S801+U42N3S

S801+U50N3S

S801+V36N3S

S801+V42N3S

S801+V50N3S

S801+V65N3S

S801+V72N3S

S801+V85N3S

S801+V10N3S

16 18

3~
M

67.6

67.6

111.3

111.3

194.4

194.4

194.4

196.3

196.3

196.3

280.6

280.6

280.6

280.6

280.6

280.6

280.6

187.2

187.2

201.1

201.1

322.9

322.9

322.9

323.1

323.1

323.1

420.8

420.8

420.8

420.8

420.8

420.8

420.8

163.9

163.9

168.6

168.6

164.4

164.4

164.4

181.8

181.8

181.8

187.8

187.8

187.8

187.8

187.8

187.8

187.8

2.6

2.6

4.8

4.8

21.8  18.6

21.8  18.6

21.8  18.6

21.8  18.6 

21.8  18.6 

21.8  18.6

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 

W H D  (kg)
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S801+N_

S801+R_

4X Ø 5.5

174.5

50.0

187.2

163.9

135.9

149.7

84.4

67.6

4X Ø 6.8

90.0

189.0

140.7

111.3

168.6

201.2 154.5

88.5
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S801+T_

S801+U_

299.0
322.9

164.4

194.4

137.3

151.1

150.0

7.1
6X Ø

75.0

299.0

181.8

6X Ø

323.1

154.8

168.6

66.0

7.1

132.0

196.3
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S801+V_

4X Ø 6.731

165.1
187.8

280.6

420.8

2X

397.0

172.5 77.5

250.0

6.00
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S811+ DIM

S811+,   (DIM)

S811+ S801+

(DIM)

S811+

S811+
690V

11 1000A

S811+

SCR
S811+

NEMA 1
3R 4 4X7/9 12

S811+, DIM

S811+

SCR

S811+

“ ”

S811+

S811+
(DIM)

DIM LCD

DIM

DIM S811+

DIM

(DIM)

ESC

ONLN SS OXFDO1 H STOP

Monitoring

PREV NEXT ENTER

...........................................................................................

.................................................................................

.................................................................................

.....................................................................................
.............................................................................

....................................................................................
...........................................................................................

.......................................................................................
.........................................................................

........................................................................................
............................................................................................

20

23

27

27

27

28

32

33

34

38

40
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Modbus TCP 120 Vac I/O

Modbus TCP 24 Vdc I/O

EtherNet/IP 120 Vac I/O

EtherNet/IP 24 Vdc I/O 

85–264  Vac , 24 Vdc 

360–575 Vac , 24 Vdc 

C441U

C441V

C441U

C441V

PSG240E

PSG240F

100%

0–85%

0.5–180
(S811+ 0.5–360 )

S811+ Modbus RTU
S811+

DeviceNet™,Modbus 
TCP, EtherNet/IP PROFIBUS

S811+
DIM CH Studio 

S811+
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100%

  0–85%

0.5–180
(S811+ 0.5–360 )

“ “ 0 2.0

  0–85% 
  0–2.0 

 = 0–60 

100%
FLA
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+24 Vdc 
1

P +24Vdc

+24 Vdc 

1

DIM

+24Vdc 1

+24 Vdc
1

P +24 Vdc  (
3

)
DIM
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DIM

DIM

SCR

FLA 31-
100%

5-30

  S811+

  6 SCR

  24 Vdc 

OEM

Modbus RUT 
S811+

EtherNet/IP Modbus TCP

S811+ 4

RVSS

S811+

OEM
RVSS

RVSS
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S811+

S811+
100%

100%

S811+

100%

DIM

FLA

31% 100%
5 30

S811+

S811+

24 Vdc

/

24 Vdc

/

DIM

S811+

DIM

/
/

60

0-20mA
S811+

START( )
24V DC 
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300% FLA

S811+

200% FLA

S811+

S811+

DIM

S811+

0% 100%
0.1 60

S811+

0 %
100% 0.1

60

0 %
100% 0.1

60

S811+

RESET( )
DIM

24 Vdc

S811+

A-B-C
S811+

A-C-B

S811+
SCR

S811+
SCR

S811+
RMS

FLA 0% 100%

S811+
RMS

0%
99% 0.1 60

S811+
RMS

101%- 
120% 0.1 60
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S811+ DIM

RMS
A 2%

RMS
A 2%

RMS
S811+ FLA

RMS A
2%

RMS A
2%

RMS

S811+ 
100%

100%

24 Vdc

/

PCB

kW ,
5%

5%



S 811+ T 30 N 3 S

N = 65 mm
R = 110 mm
T = 200 mm
U = 200 mm
V = 290 mm

37 = 37A
66 = 66A
10 = 105A
13 = 135A
18 = 180A

24 = 240A
30 = 304A
36 = 360A
42 = 420A
50 = 500A 

65 = 650A
72 = 720A
85 = 850A
10 = 1000A

S

3N
P
V

S

811+
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S811+

S811+

DIM

S811+

  CE 
  CSA   (3211 06)
  CSA elevator (2411 01)

DIM

S811+ 30

  IEC 60947-4-2
  EN 60947-4-2
  CCC 
  UL  (NMFT-E202571) 

S811+N37_ S811+V85_
  UL  (NMFT2) S811+V10_

 MN03900001E
:

S811+N_:  10-8574
S811+R_:  10-8575
S811+T_:  10-8576
S811+U_:  10-8857
S811+V_: 10-8577

S811+

 24 Vdc 32 ,
S811+T_, S811+U_  S811+V_ 32
S811+U50_ CCC

/
/

S811+U_
/

1 2

2

4

5

3

3

2

1

4

5

6

7

6 7

 = 3 = 
 = ,  600V
 = ,  690V
    (S811+T18V35 
    S811+V85V35)

=
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1

—15 , 300% 40°C

690V S811+T18V3S  S811+V85V3S  S811+U…V3S 
S811+U5O_ CCC2

1

2

% FLA

300% 30 3 50°C

500% 10 3 50°C

350% 20 3 50°C

480% 20 2 50°C

390% 20 3 50°C

300% 20 4 50°C

kW (50 Hz) hp  (60 Hz)

 N

 R

 T

 U

 V

-

80% RVAT

65% RVAT

50% RVAT

230V 380–400V 440V
200V 230V 460V 575–690V 
1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF

37 10 18.5 18.5 10 10 10 10 25 20 S811+N37N3S/168976

66 18.5 30 37 20 15 20 20 50 40 S811+N66N3S/168978

105 30 55 59 30 25 40 30 75 60 S811+R10N3S/168980

135 40 63 80 40 30 50 40 100 75 S811+R13N3S/168982

180 51 90 110 60 50 60 60 150 125 150 150 S811+T18N3S/168984

240 75 110 147 75 60 75 75 200 150 200 200 S811+T24N3S/168987

304 90 160 185 100 75 100 100 250 200 300 250 S811+T30N3S/168990

360 110 185 220 125 100 150 125 300 250 S811+U36N3S

420 129 220 257 150 125 175 150 350 300 S811+U42N3S

500 150 257 300 150 150 200 150 400 350 S811+U50N3S 

360 110 185 220 125 100 150 125 300 250 350 300 S811+V36N3S/168993

420 129 220 257 150 125 175 150 350 300 450 350 S811+V42N3S/168996

500 150 257 300 150 150 200 150 400 350 500 450 S811+V50N3S/168999

650 200 355 425 250 200 250 200 500 450 600 500 S811+V65N3S/169002

720 220 400 450 — — 300 250 600 500 700 600 S811+V72N3S/169005

850 257 475 500 — — 350 300 700 600 900 700 S811+V85N3S/169008

1000 277 525 550 — — 400 350 800 700 S811+V10N3S/169011

S811+

10

20

75

100

30

40

125

150

150

300

350

400

250

300

350

25

50

20

40

60

75
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1 690V  S811+T18V3S  S811+V85V3S S811+U…V3S

1

kW (50 Hz) hp  (60 Hz)

 N

 R

 T

 U

 V

S811+N37N3S/168976

S811+N66N3S/168978

S811+R10N3S/168980

S811+R13N3S/168982

S811+T18N3S/168984

S811+T24N3S/168987

S811+T30N3S/168990

S811+V36N3S/168993

S811+V42N3S/168996

S811+V50N3S/168999

S811+V65N3S/169002

S811+V72N3S/169005

S811+V85N3S/169008

S811+V10N3S/169011

% of FLA

-

80% RVAT

65% RVAT

50% RVAT

450% 30 4 50°C

500% 10 10 50°C

350% 65 3 50°C

480% 25 4 50°C

390% 40 4 50°C

300% 60 4 50°C

—30 / 450% 50°C

230V 380–400V 440V
200V 230V 460V 575–690V 
1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF

22 5.5 10 11 5 5 7-1/2 5 15 10 20 15

42 11 18.5 22 10 10 15 10 30 25 40 30

65 15 30 33 15 15 20 15 50 40 50 50

80 22 40 45 25 20 30 25 60 50 75 60

115 33 59 63 30 30 40 30 75 75 100 100

150 45 80 90 50 40 50 50 100 100 150 125

192 55 100 110 60 50 75 60 150 125 200 150

240 75 110 147 75 60 75 75 200 150 200 200 S811+U36N3S 

305 90 160 185 100 75 100 100 250 200 300 250 S811+U42N3S 

240 75 110 147 75 60 75 75 200 150 200 200

305 90 160 185 100 75 100 100 250 200 300 250

365 110 185 220 125 100 150 125 300 250 350 300

420 129 220 257 150 125 150 150 350 300 450 350

480 147 257 295 150 150 200 150 400 350 500 450

525 160 280 335 150 150 200 150 450 350 500 450

575 172 303 370 200 150 250 200 500 450

S811+

10

25

40

50

150

200



S811+N37N3S/168976

S811+N66N3S/168978

S811+R10N3S/168980

S811+R13N3S/168982

S811+T18N3S/168984

S811+T24N3S/168987

S811+T30N3S/168990

S811+V36N3S/168993

S811+V42N3S/168996

S811+V50N3S/168999

S811+V65N3S/169002

S811+V72N3S/169005

S811+V85N3S/169008

S811+V10N3S/169011

30
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1

—15 300% 40°C

15 300% 40°C, 1 /15  S811+V50_. 
S811+U50_ CCC2

1 2

kW (50 Hz) hp  (60 Hz)

230V 380–400V 440V

200V 230V 460V 575V

1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF

 N

65 10 18.5 18.5 15 15 15 15 40 30 50 50

114 18.5 30 37 30 25 30 30 75 60 100 75

 R

182 30 55 59 50 40 60 50 125 100 150 125

234 40 63 80 60 50 75 60 150 125 200 150

 T

311 51 90 110 100 75 100 100 250 200 250 250

415 75 110 147 125 100 125 125 300 250 300 300

526 90 160 185 150 125 150 150 400 300 400 400

 U

623 110 185 220 200 150 250 200 450 400 550 450 S811+U36N3S 

727 129 220 257 250 200 300 250 550 450 700 550 S811+U42N3S 

865 150 257 300 250 250 300 250 600 550 750 700 S811+U50N3S 

 V

623 110 185 220 200 150 250 200 450 400 550 450

727 129 220 257 250 200 300 250 550 450 700 550

865 150 257 300 250 250 300 250 600 550 750 700

1125 200 355 425 400 300 400 300 750 700 900 750

1246 — — — — — — — — — — —

1471 — — — — — — — — — — —

— — — — — — — — — — — —

S811+
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1

1

S811+U50_ CCC

kW (50 Hz) hp  (60 Hz)

30 /
4 /

300% 35
5 40°C

350%

—30 / 450% 50°C

230V 380–400V 440V

200V 230V 460V 575V

1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF 1.0SF 1.15SF

 N

39 5.5 10 11 7-1/2 7-1/2 10 7-1/2 25 15 30 25

73 11 18.5 22 15 15 25 15 50 40 60 50

 R

111 15 30 33 25 25 30 25 75 60 75 75

138 22 40 45 40 30 50 40 100 75 120 100

 T

199 33 59 63 50 50 60 50 125 125 150 150

257 45 80 90 75 60 75 75 150 150 250 200

324 55 100 110 100 75 100 100 250 200 300 250

 U

415 75 110 147 125 100 125 125 300 250 300 300 S811+U36N3S 

526 90 160 185 150 120 150 150 400 300 450 400 S811+U42N3S 

623 110 185 220 200 150 250 200 450 400 550 450 S811+U50N3S 

 V

415 75 110 147 125 100 125 125 300 250 300 300

526 90 160 185 150 120 150 150 400 300 450 400

623 110 185 220 200 150 250 200 450 400 550 450

727 129 220 257 250 200 250 250 550 450 700 550

816 147 257 295 250 250 300 250 600 550 750 700

908 160 280 335 250 250 300 250 700 550 750 700

— — — — — — — — — — — —

S811+

S811+N37N3S/168976

S811+N66N3S/168978

S811+R10N3S/168980

S811+R13N3S/168982

S811+T18N3S/168984

S811+T24N3S/168987

S811+T30N3S/168990

S811+V36N3S/168993

S811+V42N3S/168996

S811+V50N3S/168999

S811+V65N3S/169002

S811+V72N3S/169005

S811+V85N3S/169008

S811+V10N3S/169011
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24 Vdc S811+ SSRV
S811+T_  S811+U_  

1

2

2

1

IP20

IP20

EML33 CSA
S811+T_。

S811+

S811+T_,
S811+U_

2 , 4 AWG  1/0 2

2

EML22

1 , 4/0  500 kcmil EML23

2 , 4/0  500 kcmil EML24

1 , 2/0  300 kcmil EML25

2 , 2/0  300 kcmil EML26

S811+V_ 2 , 4/0  500 kcmil EML28

4 , 4/0  500 kcmil EML30

6 , 4/0  500 kcmil EML32

4 , 2/0  300 kcmil EML33 

85–264 
24 Vdc  

PSG240E

360–575
24 Vdc  

PSG240F
 S811+T_, S811+U_ EML27

 S811+V_ EML34

S811+N_ SS-IP20-N

S811+R_ SS-IP20-R

S811+T_ S801+U_ SS-IP20-TU

S811+V_ SS-IP20-V

600V MOV S811+_

690V MOV S811+_

EMS39

EMS41

S811+T_,  
S811+U_  S811+V_ 

3
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1

1

S811+U50 IEC CCC

S811+ S811+
690V

EMM18
S801+

5g 40g

S811+U_
S811+V_

DIM

DIM

S811+N_ EMM13N

S811+R_ EMM13R

S811+T_  S811+U_ EMM13T

S811+V_ EMM13V

S811+N_ EMM14N

S811+R_ EMM14R

S811+T_  S811+U_ EMM14T

S811+V_ EMM14V

EMM13U

12 , 5 EMA75

 ( )

DIM

EMA68

EMA91

3 ft EMA69A

5 ft EMA69B

8 ft EMA69C

10 ft EMA69D

Fan Kit EMM1811–37 S811+N37P3S/168977

20–66 S811+N66P3S/168979

32–105 S811+R10P3S/168981

42–135 S811+R13P3S/168983

56–180 S811+T18P3S/168985

75–240 S811+T24P3S/168988

95–304 S811+T30P3S/168991

112–360 S811+U36P3S

131–420 S811+U42P3S

156–500 S811+U50P3S 

112–360 S811+V36P3S/168994

131–420 S811+V42P3S/168997

156–500 S811+V50P3S/169000

203–650 S811+V65P3S/169003

225–720 S811+V72P3S/169006

265–850 S811+V85P3S/169009

312–1000 S811+V10P3S/169012

56–180 S811+T18V3S/168986

75–240 S811+T24V3S/168989

95–304 S811+T30V3S/168992

112–360 S811+V36V3S/168995

131–420 S811+V42V3S/168998

156–500 S811+V50V3S/169001

203–650 S811+V65V3S/169004

225–720 S811+V72V3S/169007

265–850 S811+V85V3S/169010
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—S811+ 

S811+N66 S811+R10+ S811+R13_S811+N37

FLA

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

(1 A C

 AC-
 DC-
-

-

-

 IEC947-1
 IEC947-4-1

37
11–37

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–2

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

66
20–66

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–2

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

105
32–105

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–4/0

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

135
42–135

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1
14–4/0

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V
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—S811+ 

S811+T24_ S811+T30_ S811+U36_S811+T18_

FLA

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

(1 A C

 AC-
 DC-
-

-

-

 IEC947-1
 IEC947-4-1

180
56–180

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

240
75–240

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

304
95–304

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

360
112–360

10M
660V
0.5–180
(S811+ 0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1 2
4 AWG 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V



36

S811+

  www.eaton.com.cn/electrical

—S811+ 

S811+U50 S811+V36_ S811+V42_S811+U42

FLA

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

(1 A C

 AC-
 DC-
-

-

-

 IEC947-1
 IEC947-4-1

420
131–420

10M
660V
0.5–180
(S811+ 0.5–360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1  2
4 AWG  500 kcmil

22–14
2 ( 1  AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30 to 50°C ( )
>50°C

–50 to 70°C
<2000m— >2000m

<95%

3
6000V

500
156–500

10M
660V
0.5–180
(S811+ 0.5–360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

1  2
4 AWG  500 kcmil

22–14
2 ( 1  AWG 12)
3.5
3.31

21.6–26.4
1.0
10
1%

240
120
3

–30 to 50°C ( )
>50°C

–50 to 70°C
<2000m— >2000m

<95%

3
6000V

360
112–360

10M
660V
0.5–180
(S811+ 0.5–360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4  6
4 AWG  500 kcmil

22–14
2 ( 1  AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30 to 50°C ( )
>50°C

–50 to 70°C
<2000m— >2000m

<95%

3
6000V

420
131–420

10M
660V
0.5–180
(S811+ 0.5–360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4  6
4 AWG  500 kcmil

22–14
2 ( 1  AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30 to 50°C ( )
>50°C

–50 to 70°C
<2000m— >2000m

<95%

3
6000V

1 S811+U50_ CCC

1
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—S811+ 

S811+V65_ S811+V72_ S811+V85_S811+V50_

FLA

 Ui

 (IEC 947)

(12 )

 AWG

 lb-in

(mm2)

 (24V ±10%)
 A

 A

(1 A C

 AC-
 DC-
-

-

-

 IEC947-1

 IEC947-4-1

500
160–500

10M
660V
0.5–180 (S811+

0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

650
203–650

10M
660V
0.5–180 (S811+

0.5-360
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

720
225–720

10M
660V
0.5–180 (S811+

0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

850
265–580

10M
660V
0.5–180 (S811+

0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

S811+V85_

1000
320–1000

10M
660V
0.5–180 (S811+

0.5-360 )
3g
15g

200–600V
47–63 Hz
30–100%
5, 10, 20  30

2, 4 6
2/0 500 kcmil

22–14
2 ( 1 AWG 12)
3.5
3.31

21.6–26.4
1.4
10
1%

240
120
3

–30  50°C ( )
>50°C

–50  70°C
<2000m— >2000m

<95%

3
6000V

1 UR

1
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3~
M

L1S L2S
电源

L3S

L31
L1

3
L2

5
L3

T5 T4 T6

T3

T3

T3

T6

T4

T1
T1

T2

T2

T2

T1

2
T1

4
T2

6
T3

S811

T5

L1

L1

Motor

L3

L2
L2
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W H D  (kg)

S801+N37N3S

S801+N66N3S

S801+R10N3S

S801+R13N3S

S801+T18N3S

S801+T24N3S

S801+T30N3S

S801+U36N3S

S801+U42N3S

S801+U50N3S

S801+V36N3S

S801+V42N3S

S801+V50N3S

S801+V65N3S

S801+V72N3S

S801+V85N3S

S801+V10N3S

40 42

67.6

67.6

111.3

111.3

194.4

194.4

194.4

196.3

196.3

196.3

280.6

280.6

280.6

280.6

280.6

280.6

280.6

187.2

187.2

201.1

201.1

322.9

322.9

322.9

323.1

323.1

323.1

420.8

420.8

420.8

420.8

420.8

420.8

420.8

163.9

163.9

168.6

168.6

164.4

164.4

164.4

181.8

181.8

181.8

187.8

187.8

187.8

187.8

187.8

187.8

187.8

2.6

2.6

4.8

4.8

21.8  18.6

21.8  18.6

21.8  18.6

21.8  18.6 

21.8  18.6 

21.8  18.6

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 

46.8  41.4 
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S811+N_

S811+R_

174.5

50.0

4X Ø 5.5

187.2

163.9

135.9

149.7

84.4

67.6

140.7

111.3

90.0

4X Ø 6.8 168.6

201.2 154.5189.0

88.5
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S811+T_

S811+U_

299.0
322.9

164.4

194.4

137.3

151.1

150.0

7.16X Ø

75.0

181.8

6X Ø

323.1
299.0

154.8

168.6

66.0

7.1

132.0

196.3
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S811+V_

172.5

6.00

77.5

250.0

397.0

4X Ø 6.731

165.1
187.8

280.6

420.8





280 3
021-52000099 021-52000200
200335

280 3
021-52000099 021-52000200
200335

8 IFC 9
010-5925 9200 010-5925 9212
100022

76 703-704
020-38391977 020-38391955
510623

1 20 A
025-84710977 025-84716656
210004

38
A 10 1004

028-86211886 028-86212009
610023

195# 4 18-2
023-67863240 023-67863240
400041

408 11A3 A4
0871-3100817 0871-3180170
650042

13 12205 22
029-88604488 029-88607150
710075

189 2007
022-83192008 022-83192009
300050

63 2 621
0532-85026123 0532-85026121
266071

2000 8 1604
0531-66950099 0531-66950199
250100

69 C 2107
024-22815698 024-22815699
024-22815644 110003

1085 711 712
0991-4513711/4582085 0991-4521870
830000

24 G 609
0371-63581190 0371-63581190 
450012

278 B 1111
0551-4261471 0551-4261472
230011

408 2 4
0571-85779991 0571-85779992
310012

2
0512-62554000 0512-62554286
215121

2-1 904 905
0510-85220569 0510-85220569
214028

7 A1709-1711
027-87711973 027-87711973
430070

199 3
0511-88391988 0511-88391988
212200

1965
0574-88487587 0574-88368366
315103

8 301
15251312127 0513-83501150
226001

235 2 7 720
0731-84413277, 84427277 
0731-82560677 410011

6 2208
0592-2139227, 2139226, 2139231 
0592-2139232 361004

41 3A 1005
0591-28300313, 83355513
0591-83355531 350005

D 802
0769-23220725 0769-23220726
523071

72 8 5
0755-27588177 0755-27588393
518048

807
0791-6669032 0791-6669032
330000

2
0512-62554000 0512-62554286
215121

1
0519-85577777 0519-85576777
213028
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